
TROUBLESHOOTING 
AT YOUR FINGERTIPS

GALaxy IV
Controller

With a secure built-in Wi-Fi link
Improve productivity and save labor with our Galaxy IV controller. 
Galaxy IV’s secure built-in Wi-Fi capability offers comprehensive system 
diagnostics, troubleshooting and parameter adjustments, plus a wealth of 
technical support documentation and easy-to-follow instructional videos.

50 E. 153rd St. 
Bronx, NY 10451-2104 
Ph: 718.292.9000
Fax: 718.292.2034
info@gal.com
www.gal.com

REGIONAL SERVICE CENTERS
Miami – 877.241.9354
Chicago – 877.300.5830
Los Angeles – 877.300.5816
New York – 347.226.4555
Toronto – 888.425.2262



BENEFITS

• Non-proprietary design
• Ideal for high-, mid- and low-rise buildings
• Suitable for all geared, PMAC gearless, DC gearless,  

and MRL traction applications
• Front and rear door configuration capability
• Absolute position/distance feedback incorporating 

no-wear, Tapeless or APS selectors
• Capable of serving up to 60 floors and 8-car groups
• Password protected to prevent unauthorized 

parameter adjustment

• Serial communications linked to smart interfaces, 
greatly reduces traveler and hoistway cable wiring

• Universal input/output connections with  
built-in protection against short-circuits  
and over-voltage situations

• Simple installation, set-up and maintenance
• Comprehensive support and technical  

training available

COMPLIANCE

 – ASME A17.1/CSA B44
 – CSA approved
 – Meets TSSA requirements
 – California Certification

GALAXY IV  WIRING OVERVIEW

F
A

B

C
D

G

E

GALaxy IV System Wiring Overview: Designed for real efficiency.

*NOTE: Controller can also be wired to  
work with Car Top Box and CAN system

A. GALaxy IV
B. Car Operating Panel (COP)
C. Hall Call
D. Standard MOVFR

E. APS/Tapeless Selector
F. Inspection Station
G. Car Top Box* 

*NOTE:  Controller can be configured 
for traveling cable connections to 
Car Top Box or Car Operating Panel

GALaxy IV Controller


